Mission:

WX:

NOTAMS:

Aircraft:

DD 365-4:

IFR Training Scenario #9

Transport 12,000 Ibs. internal cargo from RGNL (HGR) to
Winchester RGNL (OKV) Drop 5 personnel, take remainder of
cargo and personnel to Lancaster (LNS).

See attached DD Form 175-1

Check Defense Internet NOTAM System
https://www.notams.jcs.mil or see Notice to Airmen Publication.
Applicable NOTAM (D), NOTAM (L), and FDC NOTAM information
is included in the Remarks Block of DD Form 175-1.

CH-47F w/T55-L-714A Engines

C-6533/ARC - ICS

AN/ARC-186 — VHF Communication
AN/ARN-123 — VHF Navigation

AN/ARN-89 — Direction Finder Set
AN/APX-100 — Transponder

AN/ASN-128B — Doppler GPS Navigation Set
AN/ARC-220 — HF Radio Set

AN/ARC-201 — VHF FM Radio SINCGARS
TSEC/KY-100 — Secure Voice and Data

On File at KMUI

Performance Planning:

Departure: Temp +22° C
PA +715
44,000 Ibs. GWT at Departure

Enroute: See DD Form 175-1

Arrival: Temp +23°C
PA +452



KHGR ASOS

Hagerstown Regional

Automated Surface Observing System
Time: Z

Wind 250/05

Visibility 1 mile

Ceiling 003 OVC

Temperature 22 Dew point 20

Altimeter 29.90

KHGR Clearance

Guard Copter 23385 is cleared to Winchester Regional.
Via Hagerstown V268 Westminister.

Climb to and maintain 5000.

Dover Departure frequency will be 132.425 257.875
Squawk 4065

Enroute

Frequency change to

Potomac Approach 120.45 343.775

KOKV AWOS

Winchester Regional Airport

Automated Weather Observation

Time: Z

Wind 250/05

Visibility 1 mile

Ceiling 002 OVC

Altimeter 29.91

KLNS Clearance

Guard Copter 23385 is cleared to Lancaster.
Via Westminister V457 Lancaster.

Climb to and maintain 5000.

Potomac Departure frequency will be 120.45 343.775
Squawk 4037

Enroute

Frequency change to

Harrisburg Approach 120.9 251.1

LNS ATIS

Lancaster Information B

Time: Z

Wind 270/10

1 1/4 mile fog

007 OVC

Temperature 23 Dew Point 22

Altimeter 29.89

Traffic landing and departing RWY 31/26
Advise initial contact you have information B







